
Important - Take care when handling the dishwasher to avoid potential injury due to possibly
exposed sharp edges.

Unpack the Dishwasher
• Remove carton and any internal packaging material from within the dishwasher.
• Unclip the power cord, fill and drain hoses from the rear.
• Carefully lay dishwasher on its back taking care not to damage hoses or power cord and

remove the wooden pallet by removing the 4 screws in the base.
• Open the dishwasher door and remove the two screws securing the press-board top panel.

Preparation of the Cabinet
• See below for dimensions of cabinet opening and dishwasher.
• Connection points for electrical, water and drain lines must be situated in an adjacent

cabinet for easy access and within dimensional specifications.
• The floor within the cabinet opening must be at the same height as the floor surface in the

surrounding room area.

Cabinet Opening Dimensions
Width  23 5/8" min. to 24" max.
Depth  22" min.
Height 32 3/8" min.  to 34 5/8" max.

Connections
Electrical:  Locate power outlet within 3' of the cabinet partition adjacent to the dishwasher.
Water:  Locate water shut-off valve within 2' of the cabinet partition adjacent to the dishwasher.
Drain:  Locate the drain line connection point within 1' of the cabinet partition adjacent to the
dishwasher.

Installation Instructions
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Preparation of the Dishwasher

Fitting the Adjustable Feet

• The dishwasher comes pre-fitted with adjustable feet.

• Adjust the feet as needed to:
1. Obtain the desired overall machine height.
2. Properly level the dishwasher.

Important:  The dishwasher must be completely level in its finally installed position for proper
door sealing and dishwasher operation.

Fitting a Decorative Door Panel
To enhance the appearance of the dishwasher, a decorative door panel can be installed within
the existing outer door frame.
The acceptable dimensions of a locally sourced insert panel are:

Width: 23 1/8"
Height: 23 1/2"
Thickness: 1/8" max.

Procedure:
• Remove the door frame from the dishwasher by loosening the screws as shown in the

illustration.
• Prepare the panel according to the measurements given.
• Position the panel you have chosen and tighten the screws back into the frames.
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Electrical Connection
• The dishwasher requires a dedicated grounded

electrical supply rated at 120 VAC, 15 amps,
60Hz.

• The dishwasher is pre-fitted with a flexible power
supply cord with a three-prong, grounding-type
plug to connect to a grounded outlet.

• The power-supply receptacle for the dishwasher
must be installed in a cabinet or on a wall
adjacent to the undercounter space in which the
appliance is to be installed.

• Provide an opening, not to exceed a maximum 1-
1/2" (38 mm) diameter, through the cabinet
partition for the attachment plug and cord to
pass through.

• Suitably treat the edges of the specified opening
as follows:
• Wood cabinet: Edges must be smooth and

rounded.
• Metal cabinet: Order special grommet, the

Service Center.
• Take care when installing or removing the

dishwasher to avoid possible damage to the
power-supply cord.

Water Connection
• The dishwasher is pre-fitted with a direction-

adjustable high-pressure water supply hose that
has 3/4" NPT internal pipe threads.

• For your convenience, supplied with the
dishwasher is a 3/8" comp. x 3/4" NPT brass
fitting that adapts the hose connector to a stan-
dard 3/8" compression fitting common to most
household dishwasher water supply shut-off
valves.  As an alternative the hose can be
connected directly to a locally sourced 3/4" NPT
male brass connector available in most hardware
stores.

• Adjust the direction of the hose and its
connection as it exits the rear of the machine
based on the installation requirements.

Important: Ensure the hose connector on the rear of
the dishwasher is fully tightened before installing.

OR

Shut - off Valve
Washer

3/8" Comp. x 3/4" BSP

Shut - off Valve 3/4" NPT

Water Supply Hose

Water Supply Hose



Installation Instructions
Drain Connection
• Connect the pre-fitted drain hose to

either a garbage disposal, drain line
spigot or an air gap as may be required
by any prevailing plumbing codes.

• If necessary, the drain hose may be
extended with a material capable of
withstanding exposure to heated water
or detergent.  Always maintain a
minimum 5/8" inside diameter.  Do not
exceed 9" maximum distance of drain
line.

• The drain hose must be looped to the
underside of the countertop and then
back down to its point of drain
connection within the following
specifications:
1. The minimum height of the drain line

connection is 20" above the floor
height.

2. The maximum height of the drain line
shall not exceed 35" above the floor
height.

• A formed drain hose mounting bracket is
supplied with the dishwasher for your
convenience.

• Reference illustrations for further detail.
• If installing with a new garbage

disposal, ensure the knockout has been
removed before attaching drain line.
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With an Air Gap

Sink Diswasher

Min. 20" Max. 35"

Sink Diswasher

Min. 20" Max. 35"

Garbage
Disposal Unit

Without an Air Gap

Sink Diswasher

Min. 20" Max. 35"

Sink Diswasher

Min. 20" Max. 35"

Garbage
Disposal Unit



Installation Instructions

Placement of the Dishwasher in the Cabinet
Opening

• After following all previous instructions
regarding both cabinet and dishwasher
preparation, the machine can now be carefully
slid into the cabinet opening.

• Place dishwasher in front of the opening.
• Route power cord, drain line and routing hose

through the necessary cut-outs in the cabinet
opening.

• Carefully move the dishwasher into the cabinet
opening while pulling the connection lines
(power, drain & water) through the cut-outs of
the cabinet side panel.

• Position the dishwasher such that it is properly
centered in the opening and in correct
alignment with the adjacent cabinet facias.

• Once properly positioned, secure the
dishwasher to the underside of the countertop
with wood screws through the flange holes
located at the top front of the dishwasher.

Important:  To ensure proper door sealing and
operation the following conditions must be met:

1.The machine is properly
leveled (front-to-rear and side-
to-side).

2.The door panel is plumb to the
cabinet facia.

Adjustable Width Strips

Optional adjustable width strips (2) are provided
with each dishwasher for mounting to the front of
the stainless steel dishwasher tank.  The strips
are intended to extending the overall width of the
dishwasher over exposed areas that may exist if
the cabinet cut-out width is excessive.

With the screws provided, attach the width strips
to the front vertical edges of the dishwasher tank
as illustrated.  Adjust the strips to minimize or
eliminate exposed area.
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Installation Instructions
Adjustable Kickplate
The adjustable kickplate can now be installed to
cover the front feet and the  exposed area
beneath the dishwasher.

Remove the plastic filler panel as illustrated for
better access.

To lower the kickplate into position slide the
kickplate vertically via the mounting slots to cover
the dishwasher feet.

Replace the plastic filler panel.

Final Installation
Connect the power cord, water and drain lines as
previously described.

Open the water supply faucet to the full «On»
position.

Inspect all connections for any possible water
leaks.

Test dishwasher operation by selecting and
starting the Rinse & Hold Program.  Pay close
attention to make sure the machine functions
properly and that all connections are secure.

22

IMPORTANT:  If you encounter difficulty or a problem is noted with the dishwasher, please
contact the Equator Service Center immediately 1-800-776-3832 for reporting and possible
immediate resolution.

Profile of dishwasher with
plastic filer panel removed

Door (when closed)

Screw mounting locations

KICKPLATE




