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DIGITAL DIGITAL ICE MAKER REFRIGERATOR

INSTRUCTION MANUAL 

MODEL:HS-195IWE
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BEFORE USE, PLEASE READ AND FOLLOW ALL SAFETY RULES AND OPERATING INSTRUCTIONS.

ICE MAKER SAFETY
Your safety and the safety of others are very important.
We have provided many important safety messages in this manual for your appliance. Always read and obey all safety messages.
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This is the Safety Alert Symbol. This symbol alerts you to

 potential hazards that can kill or injure you and others. 

All safety messages will follow the Safety Alert Symbol 

with either the wOrds” DANGER”, “WARNING” or “CAUTION”.
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                                                        Danger means that failure to 

heed this safety statement may

 result in severe personal injury or death.
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                                                                                            Warning means that failure to heed this safety statement may result in extensive product damage, serious personal injury, or death.
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                                                                                             Caution means that failure to heed this safety statement may result in minor or moderate personal injury, property or equipment damage.
All safety messages will alert you to what the potential hazard is, tell you how to reduce the chance of injury, and let you know what can happen if the instructions are not followed.
IMPORTANT SAFEGUides
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Before the appliance is used, it must be properly positioned and installed as described in this manual, so read the manual carefully. To reduce the risk of fire, electrical shock or injury when using the appliance, follow basic precaution, including the following:
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· Plug into a grounded 3-prong outlet, do not remove grounding prong, do not use an adapter, and do not use an extension cord.

· Replace all panels before operating.

· It is recommended that a separate circuit, serving only your appliance be provided. Use receptacles that cannot be turned off by a switch or pull chain.

· Never clean appliance parts with flammable fluids. These fumes can create a fire hazard or explosion. And do not store or use gasoline or other flammable vapors and liquids in the vicinity of this or any other appliance. The fumes can create a fire hazard or explosion.

· Before proceeding with cleaning and maintenance operations, make sure the power line of the unit is disconnected.

· Do not connect or disconnect the electric plug when your hands are wet.

· Unplug the appliance or disconnect power before cleaning or servicing. Failure to do so can result in electrical shock or death.

· Do not attempt to repair or replace any part of your appliance unless it is specifically recommended in this manual. All other servicing should be referred to a qualified technician.
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FOLLOW WARNING CALL OUTS BELOW ONLY WHEN APPLICABLE TO YOUR MODEL
· Use two or more people to move and install appliance. Failure to do so can result in back or other injury.

· To ensure proper ventilation for your appliance, the front of the unit must be completely unobstructed. Choose a well-ventilated area with temperatures above 60°F (16°C) and below 90°F (32°C). This unit must be installed in an area protected from the elements, such as wind, rain, water spray or drips.

· The appliance should not be located next to ovens, grills or other sources of high heat.
· The appliance must be installed with all electrical, water and drain connections in accordance with state and local codes. A standard electrical supply (115 V AC only, 60 Hz), properly grounded in accordance with the National Electrical Code and local codes and ordinances is required.

· Do not kink or pinch the power supply cord of appliance.

· The fuse (or circuit breaker) size should be 15 amperes.

· It is important for the appliance to be leveled in order to work properly. You may need to make several adjustments to level it.

· All installation must be in accordance with local plumbing code requirements.

· Make certain that the pipes are not pinched or kinked or damaged during installations.

· Check for leaks after connection.

· Never allow children to operate, play with or crawl inside the ICE MAKER.

· If you use the drainage container, you MUST set the Drain Select switch to OFF or the water can overflow from the drainage container

· Although the unit has been tested at the factory, due to long-term transit and storage, the first batch of cubes must be discarded.

· Do not use solvent-based cleaning agents of abrasives on the interior. These cleaners may damage or discolor the interior.
· Do not use this apparatus for other than its intended purpose
PARTS AND FEATURES
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IMPORTANT SAFETY INSTRUCTIONS

	(WARNING(
	TO REDUCE THE RISK OF FIRE, ELECTRICAL SHOCK, OR INJURY WHEN USING YOUR APPLIANCE, FOLLOW THESE BASIC PRECAUTIONS:

	· READ ALL INSTRUCTIONS BEFORE USING THE APPLIANCE.

· DANGER OR WARNING:  RISK OF CHILD ENTRAPMENT.

CHILD ENTRAPMENT AND SUFFOCATION ARE NOT PROBLEMS OF THE PAST.  

JUNKED OR ABANDONED APPLIANCES ARE STILL DANGEROUS. . . EVEN IF THEY 

WILL “JUST SIT IN THE GARAGE A FEW DAYS.”

· BEFORE YOU THROW AWAY YOUR APPLIANCE:  TAKE OFF THE DOORS.  LEAVE THE SHELVES IN PLACE SO THAT CHILDREN MAY NOT EASILY CLIMB INSIDE.

· NEVER ALLOW CHILDREN TO OPERATE, PLAY WITH, OR CRAWL INSIDE THE APPLIANCE.

· NEVER CLEAN APPLIANCE PARTS WITH FLAMMABLE FLUIDS.  THE FUMES CAN CREATE A FIRE HAZARD OR EXPLOSION.

· DO NOT STORE OR USE GASOLINE OR ANY OTHER FLAMMABLE VAPORS AND LIQUIDS IN THE VICINITY OF THIS OR ANY OTHER APPLIANCE.  THE FUMES CAN CREATE A FIRE HAZARD OR EXPLOSION.

-SAVE THESE INSTRUCTIONS-


INSTALLATION INSTRUCTIONS

· BEFORE USING YOUR APPLIANCE

· REMOVE THE EXTERIOR AND INTERIOR PACKING.

· CHECK TO BE SURE YOU HAVE ALL OF THE FOLLOWING PARTS:

· 1 ICE BUCKET

· 2 DRAWERS WITH CLEAR VIEW FRONT 
· 1 GLASS COVER
· 3 CRISPERS
· 3 GLASS SHELVES
· 1 PLASTIC SCOOP

· 25 FEET HOSE

· 1 INSTRUCTION MANUAL

· BEFORE CONNECTING THE APPLIANCE TO THE POWER SOURCE, LET IT STAND UPRIGHT FOR APPROXIMATELY 2 HOURS. THIS WILL REDUCE THE POSSIBILITY OF A MALFUNCTION IN THE COOLING SYSTEM FROM HANDLING DURING TRANSPORTATION.

· CLEAN THE INTERIOR SURFACE WITH LUKEWARM WATER USING A SOFT CLOTH.

· INSTALLATION OF YOUR APPLIANCE

· THIS APPLIANCE IS DESIGNED TO BE RECESSED OR BUILT-IN (FULLY RECESSED).
· PLACE YOUR APPLIANCE ON A FLOOR THAT IS STRONG ENOUGH TO SUPPORT THE APPLIANCE WHEN IT IS FULLY LOADED. REMEMBER THAT THE UNIT WILL BE SIGNIFICANTLY HEAVIER ONCE IT IS FULLY LOADED. TO LEVEL YOUR APPLIANCE, ADJUST THE LEGS AT THE FRONT OF THE APPLIANCE.

· LOCATE THE APPLIANCE AWAY FROM DIRECT SUNLIGHT AND SOURCES OF HEAT (STOVE, HEATER, RADIATOR, ETC.). DIRECT SUNLIGHT MAY AFFECT THE ACRYLIC COATING AND HEAT SOURCES MAY INCREASE ELECTRICAL CONSUMPTION. EXTREME COLD AMBIENT TEMPERATURES MAY ALSO CAUSE THE APPLIANCE NOT TO PERFORM PROPERLY.

· AVOID LOCATING THE APPLIANCE IN MOIST AREAS. TOO MUCH MOISTURE IN THE AIR WILL CAUSE FROST TO FORM QUICKLY ON THE EVAPORATOR REQUIRING MORE FREQUENT DEFROSTING OF THE APPLIANCE.

· PLUG THE APPLIANCE INTO AN EXCLUSIVE PROPERLY INSTALLED-GROUNDED WALL OUTLET. DO NOT UNDER ANY CIRCUMSTANCES CUT OR REMOVE THE THIRD (GROUND) PRONG FROM THE POWER CORD. ANY QUESTIONS CONCERNING POWER AND OR GROUNDING SHOULD BE DIRECTED TOWARD A CERTIFIED ELECTRICIAN OR AN AUTHORIZED PRODUCTS SERVICE CENTER.

· ELECTRICAL CONNECTION


· THIS APPLIANCE SHOULD BE PROPERLY GROUNDED FOR YOUR SAFETY.  THE POWER CORD OF THIS APPLIANCE IS EQUIPPED WITH A THREE-PRONG PLUG WHICH MATES WITH STANDARD THREE PRONG WALL OUTLETS TO MINIMIZE THE POSSIBILITY OF ELECTRICAL SHOCK.

· DO NOT UNDER ANY CIRCUMSTANCES CUT OR REMOVE THE THIRD GROUND PRONG FROM THE POWER CORD SUPPLIED.

· NEVER USE AN EXTENSION CORD TO CONNECT POWER TO THE UNIT.

· NEVER USE A TWO-PRONG GROUNDING ADAPTER.

· WHERE A TWO-PRONG WALL RECEPTACLE IS ENCOUNTERED, CONTACT A QUALIFIED ELECTRICIAN TO HAVE IT REPLACED WITH A 3-PRONG RECEPTACLE IN ACCORDANCE WITH APPLICABLE ELECTRICAL CODES.

· THIS APPLIANCE REQUIRES A STANDARD 115/120 VOLTS A.C.~/60HZ ELECTRICAL GROUND OUTLET WITH THREE-PRONG.

· THE CORD SHOULD BE SECURED BEHIND THE APPLIANCE AND NOT LEFT EXPOSED OR DANGLING TO PREVENT ACCIDENTAL INJURY.

· The appliance should always be plugged into its own individual electrical outlet which has a voltage rating that matches the rating label on the appliance. This provides the best performance and also prevent overloading house wiring circuits that could cause a fire hazard from overheated. Never unplug the appliance by pulling the power cord.  Always grip the plug firmly and pull straight out from the receptacle. Repair or replace immediately all power cords that have become frayed or otherwise damaged. Do not use a cord that shows cracks or abrasion damage along its length or at either end. When moving the appliance, be careful not to damage the power cord.
· EXTENSION CORD

Because of potential safety hazards under certain conditions, it is strongly recommended that you do not use an extension cord with this appliance. However, if you must use an extension cord it is absolutely necessary that it be a UL/CUL-Listed, 3-wire grounding type appliance extension cord having a grounding type plug and outlet and that the electrical rating of the cord be 115 volts and at least 10 amperes.
· CONNECTING THE WATER SUPPLY
· REVIEW THE STATE AND LOCAL PLUMBING CODES BEFORE YOU INSTALL THE UNIT. ALL THE NECESSARY HARDWARE IS NOT PROVIDED FOR INSTALLATION SO IT IS RECOMMENDED TO HIRE A PROFESSIONAL LICENSED PLUMBER TO COMPLETE THE INSTALLATION. 

· CONNECT TUBING (SUPPLIED WITH UNIT) TO THE NEAREST COLD WATER SOURCE. CONNECT SUFFICIENT TUBING TO THE UNIT TO ALLOW THE APPLIANCE TO BE MOVED FREELY FOR CLEANING AND SERVICE. ALSO MAKE SURE THAT THE TUBING IS NOT PINCHED OR DAMAGED DURING TRANSPORTATION.

· POSITION UNIT TO ALLOW FREE AIRFLOW THROUGH THE FRONT GRILLE (see sketch 1).  WIPE OUT INSIDE OF UNIT AND ICE BUCKET WITH A DAMP CLOTH. 


· REVERSING THE DOOR SWING OF YOUR APPLIANCE

THIS APPLIANCE HAS THE CAPABILITY OF THE DOOR OPENING FROM EITHER THE LEFT OR RIGHT SIDE. THE UNIT IS DELIVERED TO YOU WITH THE DOOR OPENING FROM THE LEFT SIDE. SHOULD YOU DESIRE TO REVERSE THE OPENING DIRECTION, PLEASE CALL CUSTOMER SERVICE FOR REVERSAL INSTRUCTIONS.
OPERATING YOUR DIGITAL ICE MAKER
DIGITAL DISPLAY
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· INITIAL START-UP ICE MAKING OPERATION

1. PLUG THE APPLIANCE INTO A 115/120V POLARIZED AND GROUNDED WALL ELECTRICAL OUTLET.
2. TO RUN THE REFRIGERATOR, PLACE THE ON-OFF SWITCH, LOCATED ON THE FRONT GRILLE, IN THE “ON” POSITION.
· RAPID ICE MAKING

1. WHEN PUSH RAPID ICE BUTTON, THE SYSTEM BEGIN TO MAKE ICE. RAPID ICE indicator will appear on display.
2. during rapid ice making, other operation is invalid.
3. push rapid ice BUTTON for 2 seconds, system stop making ice, you can set temperature as you desire.
· setting the temperature 
1. the temperature range is between 41 to 54ºF(5-12℃).you can set the temperature as you desire by pushing the UP or DOWN button. when you push the two buttons for the fiest time, the led readout will show the original temperatrue set at previous time(the default temperature preset is 46 ºF)
2. the temperature that you desire  to set will inscrease 1 ºF or 1 ℃ IF you push the UP BUTTON once , on the contrary the temperature will decrease 1 ºF or 1 ℃ IFYOU PUSH THE DOWN BUTTON ONCE. 
· setting defrost
1. system will defrost automatic in every 6 hours.
2. when auto-derrost is invalid, push the 4 BUTTONs for 2 seconds simultaneous, the system will defrost constraint.
· you can select temperature display setting from fahrenheit to celsius degree by pushing the ℃ BUTTON. you can select temperature display setting from celsius to fahrenheit degree by pushing the ºF BUTTON. fahrenheit and celsius degrees indicator will appear on display.
· INTERIOR LIGHT

1. WHEN THE DOOR IS OPENED OR CLOSED , THE LED LIGHT  WILL BE TURNED ON OR OFF AUTOMATICALLY.
· MAKE SURE THE WATER SUPPLY IS ON. AS SOON AS THE INNER MECHANISM REACHES THE PROPER TEMPERATURE, THE ICEMAKER MECHANISM WILL FILL THE MOLD WITH WATER.
· THE FIRST CUBES MAY BE SMALL BECAUSE OF AIR IN THE WATER LINE. LATER CUBES WILL BE OF STANDARD CRESCENT MOON TYPE SIZE.
· APPROXIMATE TIME FOR THE FIRST CYCLE IS BETWEEN 30-40 MINUTES.
· EACH CYCLE APPROXIMATELY WILL TAKE 140 ML OF WATER SO YOU SHOULD HAVE A FULL TRAY, AFTER 11 HOURS.
NOTE: 

1. WHEN SYSTEM is destoryed ,the display will appear Ex.

2. IF THE UNIT IS UNPLUGGED, HAS LOST POWER, OR IS TURNED OFF; YOU MUST WAIT 2 MINUTES BEFORE RESTARTING THE UNIT.IF YOU ATTEMPT TO RESTART BEFORE THIS TIME DELAY,THE APPLIANCE WILL NOT START.
IMPORTANT: THROW AWAY ALL ICE CUBES MADE DURING THE FIRST 3 HOURS OF OPERATION.

· WHEN THE ICE BUCKET IS FULL, THE ICE MAKING MECHANISM WILL AUTOMATICALLY SHUT OFF. HOWEVER THE REFRIGERATION SYSTEM WILL CONTINUE TO COOL AND MAINTAIN THE CUBES SUPPLY.

· ICE DELIVERY MAY BE INTERRUPTED BY RAISING THE METAL ARM INTO AN UPRIGHT POSITION (see sketch 2) 

· IF THE ICEMAKER IS NOT USED REGULARLY, IT IS RECOMMENDED THAT THE ICE BUCKET BE EMPTIED PERIODICALLY TO INSURE FRESH ICE.

· SOMETIMES THE CUBES MAY APPEAR CLOUDY. THIS IS CAUSE OF NO CONCERN AND HAS NOTHING TO DO WITH THE TASTE OR CHEMICAL MAKE-UP OF THE WATER.

· THE FRONT BOTTOM GRILL SHOULD BE KEPT FREE OF DUST AND LINT TO PERMIT FREE AIRFLOW.

CARE AND MAINTENANCE

· CLEANING YOUR APPLIANCE

· TURN THE SWITCH CONTROL TO "OFF", UNPLUG THE APPLIANCE AND REMOVE BUCKET, DRAWERS, CRISPERS AND SHELVES.

· WASH THE INSIDE WITH A WARM WATER AND BAKING SODA SOLUTION. THE SOLUTION SHOULD BE ABOUT 2 TABLESPOONS OF BAKING SODA TO A QUART OF WATER.

· WASH THE BUCKET, DRAWERS AND CRISPERS WITH A MILD DETERGENT SOLUTION.

· THE OUTSIDE OF THE APPLIANCE SHOULD BE CLEANED WITH MILD DETERGENT AND WARM WATER.

· THE CONDENSER  SHOULD BE VACUUMED WHEN THEY ARE DUSTY OR DIRTY. 

CAUTION:
FAILURE TO UNPLUG THE APPLIANCE COULD RESULT IN ELECTRICAL SHOCK OR PERSONAL INJURY.

· POWER FAILURE

MOST POWER FAILURES ARE CORRECTED WITHIN A FEW HOURS AND SHOULD NOT AFFECT THE TEMPERATURE OF YOUR APPLIANCE IF YOU MINIMIZE THE NUMBER OF TIMES THE DOOR IS OPENED. IF THE POWER IS GOING TO BE OFF FOR A LONGER PERIOD OF TIME, YOU NEED TO TAKE THE PROPER STEPS TO PROTECT YOUR FOOD.

· VACATION TIME/STORAGE

1. SHUT OFF WATER SUPPLY AT THE MAIN WATER VALVE.

2. DISCONNECT THE WATER SUPPLY LINE FROM VALVE.

3. ALLOW UNIT TO RUN FOR AN HOUR OR TWO UNTIL ALL REMAINING ICE CUBES HAVE BEEN EJECTED.

4. DISCONNECT UNIT FROM MAIN POWER SOURCE.

5. DRY OUT EXCESS WATER FROM ICE MAKING MECHANISM.
6. LEAVE THE DOOR OPEN AT LEAST TWO INCHES.

· MOVING YOUR APPLIANCE

· SECURELY TAPE DOWN ALL LOOSE ITEMS INSIDE YOUR APPLIANCE.

· TURN THE LEVELING SCREW UP TO THE BASE TO AVOID DAMAGE.

· TAPE THE DOOR SHUT.

· BE SURE THE APPLIANCE STAYS IN THE UPRIGHT POSITION DURING TRANSPORTATION.

· ENERGY SAVING TIPS

· THE APPLIANCE SHOULD BE LOCATED IN THE COOLEST AREA OF THE ROOM, AWAY FROM HEAT PRODUCING APPLIANCES OR HEATING DUCTS, AND OUT OF THE DIRECT SUNLIGHT.

PROBLEMS WITH YOUR APPLIANCE?

YOU CAN SOLVE MANY COMMON APPLIANCE PROBLEMS EASILY, SAVING YOU THE COST OF A POSSIBLE SERVICE CALL. TRY THE SUGGESTIONS BELOW TO SEE IF YOU CAN SOLVE THE PROBLEM BEFORE CALLING THE SERVICER.

TROUBLESHOOTING GUIDE

	PROBLEM
	POSSIBLE CAUSE

	APPLIANCE DOES NOT OPERATE.
	NOT PLUGGED IN.

THE CIRCUIT BREAKER TRIPPED OR A BLOWN FUSE.

THE APPLIANCE POWER SWITCH IS SET AT "0FF".

	NOT PRODUCING ICE, UNIT NOT COLD ENOUGH
	AIRFLOW TO FRONT GRILLE BLOCKED. 

THE APPLIANCE ARM IS SET TO THE OFF POSITION.

WATER SUPPLY IS TURNED OFF.

WATER LINE IS CRIMPED.

TEMPERATURE CONTROL IS NOT SET PROPERLY (DO NOT PUSH RAPID ICE BUTTON).

	COMPRESSOR TURNS ON AND OFF FREQUENTLY.
	THE ROOM TEMPERATURE IS HOTTER THAN NORMAL.

THE DOOR IS OPENED TOO OFTEN.

THE DOOR IS NOT CLOSED COMPLETELY.

THE DOOR GASKET DOES NOT SEAL PROPERLY.

THE APPLIANCE DOES NOT HAVE THE CORRECT CLEARANCES.

	VIBRATIONS.
	CHECK TO ASSURE THAT THE APPLIANCE IS LEVEL.

	THE APPLIANCE SEEMS TO MAKE TOO MUCH NOISE.
	THE RATTLING NOISE MAY COME FROM THE FLOW OF THE REFRIGERANT, WHICH IS NORMAL.

AS EACH CYCLE ENDS, YOU MAY HEAR GURGLING SOUNDS CAUSED BY THE FLOW OF REFRIGERANT IN YOUR APPLIANCE.

CONTRACTION AND EXPANSION OF THE INSIDE WALLS MAY CAUSE POPPING AND CRACKLING NOISES.

THE APPLIANCE IS NOT LEVEL.

	THE DOOR WILL NOT CLOSE PROPERLY.
	THE APPLIANCE IS NOT LEVEL.

THE DOOR IS REVERSED AND NOT PROPERLY INSTALLED.

THE GASKET IS DIRTY.

THE BUCKET IS OUT OF POSITION.

	ICE CUBES ARE MELTED TOGETHER
	APPLIANCE DOOR IS OPENED TOO OFTEN.


.

CIRCUIT DIAGRAM
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(WARNING(


IMPROPER USE OF THE GROUNDED PLUG CAN RESULT IN THE RISK OF ELECTRICAL SHOCK. IF THE POWER CORD IS DAMAGED, HAVE IT REPLACED BY AN AUTHORIZED PRODUCTS SERVICE CENTER.
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SKETCH 2








DIGITAL DISPLAY
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